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a.ee^jga 04 Identification 

Info furnished hy: Fry Metals 

Address: 4100 Sixth Avenue' 

Altoona, PA 16602 


Date Effective: 
Emergency Phone: 
Chemtrec : 


Product or Trade Kame: 
Person to Contact: 


3/31/97 
(814) 946-1611 

800-424-9300 (use only in the event of c 
emergencies involving a spill, leaJt, fii 
exposure, or accident involving chemical 
Rosin Flux Cored Solder Wires, WRP, WRM? 
John Laughlin / Jack Wagner 


aeotion 02 constituents 


Chem 

CAS 

%HT 

Carcinogen 

TLV ACGIH 

Tin 

7440-31-5 

0-90 

No 

2,0mg/cu m 

Lead 

7439-92-1 

0-100 

Yes 

0.05mg/cu m 

Silver 

7440-22-4 

0-5 

No 

O-lmg/cu m 

Bismuth 

7440-69-9 

0-3 

No 

NE 

Antimony 

7440-36-0 

0-5 

No 

G . 5mg/cu m 

Rosin 

8050-09-7 

1-4 

No 

* 


This product contains a chemical subject to SECTION 313 of SARA T 

lARC classifies lead and some lead compounds as Group 2B carcinog 
(possibly carcinogenic to humans)-. This classification based pri 
carcinogenicity of certain soluble lead salts in lab animals. Ne 
nor its insoluble salts appear to be carcinogenic to humans or la 

WARNING: This product contains a chemical known to the State of C 
cause cancer, or birth defects or other reproductive harm. 

* Sensitizer, reduce exposure as low as possible- 


fiectxon 03 Physical Data 

Melting Point 

Bailing Point 

Vapor Pressure 

Vapor Density (air is 1) 

Solubility in water 

Appearance S Color 

Specific Gravity 


Depends on alloy composition 

N/A 

N/A 

N/A 


Insoluble 

Silver grey wire, various shapes an 


N/A 
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Section 04 


Flash Point/Method Used 
FlaamiabXe Limits 
Extinguishing Media 
Fire-fighting equipment 

Special precautions 


Tirs a Explosion Hazard Data 


N/A 

N/A 

K/A 

Wear MIOSH approved self-containec 
equipment if product is involved i 
When heated to high temperatures, 
toxic fumes . 


S^<Ptign 9? Reactivity 

Stability: Stable 

Conditions to avoid: None 

Hazardous Polymerization: Will not occur 

Conditions to avoid: Kone 

Incompatibility: Oxidizers, strong acids. 

Hazardous Decomposition Products: The fumes emitted in a solderin 
may contain formaldehyde, carbon monoxide, rosin and rosin 
Thermal decomposition may produce CO, abietic acid, aliphat 
terpenes and other acids. 

Section 06 Spills Leah and Disposal Procedures 

Action to take for Spills/LeaJcs; If molten, allow to cool an s 

scrape up. 

Disposal Method: Return .for ^processing. 

Must be in accordance with federal, state and local laws and reg 


gection 0? Health Hazard^Pata 

Eye; Rosin fumes during soldering can be an irritant. Molten 
rosin core flux will cause eye burns. 

Skin Contact: Molten solder will cause burns. Prolonged or rep 

can cause defatting dermatitis. May also cause an allergic 
reaction such as a rash. 


Skin Absorption: 


No adverse effects known. 
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Rosin Flux Cored i 
WRP, WRMAP; WRAP 
KSDS3.5 


Ingestion: Ingestion of dust or f^me must be avoided. Lead 

and cumulative, affecting the kidneys and nervou 
Symptoms include anemia, insomnia, weakness, ir£ 
constipation -and stomach pains. Tin is not rega 
toxic but excessive exposure can cause fever, na 
stomach cramps or diarrhea. Antimony is toxic a 
or fume can cause nasal septal ulceration and st 
lining irritation, alloyed silver is unlikely t 
hazardous. Bismuth is not hazardous. 

Inhalation: Sxposure to rosin smoke may cause dizziness and 

also cause an allergic reaction such as throat a 
irritation and damage. Overexposure to lead is 
significant fume is not produced below 700^ F. I 
overexposure to lead may result in damage to CMS 
system involvement and reproductive effects. 'Ex 
may result in injury to developing fetus. Overe 
to tin, silver, antimony, bismuth and indium is 
expected . 

Note: Health Hazard Data applies only if the element (i.e. 

antimony, etc.) is in concentrations above trace leve 


aectiop 08 First Ai d Procedurga 

Eyes; For fume irritation, remove from exposure. Flush eye 
water for at least 15 minutes. 

burns, cool with cold water and get medical treat 

Get medical help immediately. Never give anyth! 
to an unconscious person. 

Remove to fresh air. If breathing is difficult, 
oxygen and get medical attention. 


aectlon 09 Special Ba ndlinq Inforaation 

Ventilation: Provide sufficient ventilation to maintain expos 

levels below TLVs. 

Respiratory Protection: Required if TLV's are not being mainta 

NIQSH approved respirator for either o 
dust/fume (high efficiency filters) or 
are exceeded. 


Skin: For 

Ingestion: 

Inhalation: 
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SAgtlon 10 Special Precautions 4 Additional infornation 
Storage: No special recjuirewents . 

Hygiene; No food, drink or tobacco should be allowed where 
core solder is used. Wash hands thoroughly after 
handling core solder and before eating, drinking 
or snaking or applying cosmetics. 

Labeling: Lead warning labels (if applicable) . Keep out of 
reach of children. For Industrial use only. DO 
NOT TAKE INTERNALLY. 

Medical Conditions Possibly Aggravated: Chemical hypersensitivit 
diseases of the lungs. 


Seetian 11 Hazard Rating 

Based on NFPA and NPCA Systems 
Health - 2 
Flammability - 0 
Reactivity - 0 
Special Hazard - COR 


The information is given in'good* faith, but no warranty, express 
is made. 


